
Temporary Erosion and Sediment Control Measures
Spec 	805 MUNI
S.P.	 
	805.02			References
	ADD in the following:
CSA W202
	Toronto Regional Conservation Authority (TRCA)
ADD in the following:	
805.04		Design and Submission Requirements
The Contractor shall ensure that an Erosion and Sediment Control (ESC) plan is prepared in advance, subject to the following conditions:
The ESC plan shall: 

a) Have regard to Canadian Standards Association (CSA) W202 Erosion and Sediment Control Inspection and Monitoring Standard; OR

b) Have regard to Erosion and Sediment Control Guideline for Urban Construction by TRCA (most current edition).
805.07		Construction
ADD in the following:
805.07.19	Installation, Maintenance and Removal
The Contractor shall ensure that the ESC measures are installed in advance of construction, and maintained during any construction activity for the duration of the contract, subject to the following conditions:
a) Installation and maintenance of the ESC measures specified in the ESC plan shall have regard to CSA W208:20 Erosion and Sediment Control Installation and Maintenance.

b) Inspections of ESC measures are to be conducted at a frequency specified per the ESC plan, for dry weather periods (active and inactive construction phases), after Significant Storm Events and Significant Snowmelt Events, and after any extreme weather events.
c) Any deficiencies shall be addressed, and any required maintenance actions(s) shall be undertaken as soon as practicable once they have been identified. 
d) Inspections and maintenance of the temporary ESC measures shall continue until they are no longer required.

e) The Contractor shall ensure that records of inspections during any construction activity, include the name of the inspector, date of inspection, visual observations, and the remedial measures, if any, undertaken to maintain the temporary ESC measures.
f) Records of inspection shall be retained and provided to the City at Progress Meetings or upon request. 
g) All ESC measures shall be removed upon completion of the work.
805.09		MEASUREMENT FOR PAYMENT
DELETE in its entirety and ADD in the following:  
Measurement for payment shall be lump sum.
805.10		BASIS OF PAYMENT

DELETE in its entirety and ADD in the following:

Payment at the Contract price for the above tender items shall be full compensation for all labour, Equipment, and Material required to do the work. 

Progress payments for the temporary erosion and sediment control measures shall be made as follows: 

a) 30% for initial installation. 

b) 50% for maintenance. Payment will be made monthly based on the percentage of the overall contract completion each month (not including the provisional allowance or contingency items) prorated at the contract price for this item.

c) 20% for removal.
Designer Considerations
For drainage areas greater than 5 ha or if specified for areas less than 5 ha, Contractor to hire a QP to design and inspect the ESC plan/measures accordingly.
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