Pre-Construction Inspection
General

The Contractor acknowledges that there are existing buildings and structures in the vicinity of the Work Area, which may be affected by the construction works.  This special provision is provided in addition to any other requirements of the Contract Documents and details the pre-construction inspection requirements of buildings and structures, for both interior and exterior conditions.  Where there are discrepancies between this and any other requirements, the more stringent shall apply.

All inspections shall be performed in accordance with applicable Federal and Provincial Privacy Legislation.

Scope of Work

Under this work, the Contractor will be required to supply the services of a reputable firm experience in pre-construction inspections of existing buildings and structures prior to commencement of any road reconstruction work.

The pre-construction inspection shall include whatever inspection work is deemed necessary to satisfactorily document the state of a building or structure prior to construction for the purpose of resolving possible claims by residents or building owners.  The Contractor shall ensure that the extent and degree of the pre-construction inspection include the following, as a minimum criteria:

· The pre-construction survey will be done on all structures within 30m of the work zone or as required by GSSS 120, where applicable.

· A letter of introduction shall be provided to the property owner or the occupant and owner with a formal request for permission to carry out an inspection.  The letter shall be submitted to the General Manager 48 hours in advance.  If the Contractor receives no response from the property owner, a second letter shall be provided.

· The pre-construction inspection shall be carried out in the presence of the affected property owners.  The Contractor acknowledges that property owners are not required by the City to grant access to their property, and that access is at the discretion of the individual property owner.

· Identification and description of existing differential settlements, including visible cracks in walls, floors and ceilings, including a diagram, if applicable, room-by-room.  All other apparent structural and cosmetic damage or defect shall also be noted.  Defects shall be described, including dimension, wherever possible.

· The pre-construction inspection shall identify any concerns regarding sensitive equipment contained within the buildings, which should be taken into account during potential excavation and/or compaction operations.

· Digital photographs, or digital video, or both, as necessary, to record existing conditions and areas of significant concern.

The Pre-Construction Inspection Report shall include at a minimum:

· Overview of the inspection process and the equipment used.

· Copies of the letter of introduction distributed including the distribution dates.

· A map showing the locations where the letters were distributed.

· Listing of properties for which inspections were performed including the dates of the inspections.

· Listing of properties for which inspections were not performed and the reason (example: property owner refused by phone or in writing).

This report shall not include specific results of the inspections performed.  Two (2) copies of the Project Pre-Construction Inspection Report shall be submitted to the General Manager prior to the commencement of any road reconstruction work.

For each property inspected, a separate Building/Structure Pre-Construction Report shall be prepared, dated and signed by the firm undertaking the inspection.  Each Building/Structure Report shall be detailed and shall include specific results of the inspection.  In the event of a request by the property owner or the City at any time, a copy of the Building/Structure Pre-Construction Report shall be sent directly to the property owner and the General Manager within two (2) weeks of such request, at no additional cost.

Measurement for Payment

There will be no measurement for payment for this item.

Basis of Payment

There shall be no separate payment for the above Work.  Costs for all Work completed under this special provision shall be deemed to be included in the tender prices for the items requiring the Work.
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